CONTRACTOR SHALL ENSURE THAT SOIL EROSION AND SEDIMENTATION
CONTROL MEASURES PROTECT AGAINST LOSS OF SOIL BY THE ACTION
OF WATER, ICE, GRAVITY OR WIND.

SUMMARY OF BASIC PRINCIPLES

1. KEEP DISTURBED AREA AS SMALL AS POSSIBLE.

2. STABILIZE AND/OR PROTECT DISTURBED AREAS AS SOON AS POSSIBLE.
3. KEEP STORM WATER RUNOFF VELOCITIES LOW.

4. RETAIN SEDIMENT WITHIN IMMEDIATE CONSTRUCTION AREA.

THE PURPOSE OF THIS PLAN IS TO SPECIFY METHODS FOR TEMPORARY
EROSION CONTROL DURING CONSTRUCTION. IT IS INTENDED THAT MEASURES
CALLED FOR IN THE SPECIFICATIONS AND SHOWN ON THESE PLANS BE
STRICTLY ADHERED TO. IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO ASSURE THAT CONSTRUCTION PROCEDURES UNDERTAKEN BE
IN CONFORMANCE WITH PART 91 OF ACT 451 OF 1994 THE STATE OF
MICHIGAN’S SOIL EROSION AND SEDIMENTATION CONTROL ACT.

ALL SOIL EROSION AND SEDIMENTATION CONTROL DEVICES SHALL BE
REGULARLY MAINTAINED BY THE CONTRACTOR THROUGHOUT THE
DURATION OF THE PROJECT. COLLECTED SILT AND SEDIMENTATION
SHALL BE REMOVED PERIODICALLY TO MAINTAIN THE EFFECTIVENESS OF
THE SILT TRAPS OR SEDIMENTATION CONTROL DEVICES. WHERE
REQUIRED, THE CONTRACTOR SHALL REPLACE FILTER MATERIALS WHICH
HAVE BECOME INEFFECTIVE DUE TO CONTAMINATION OR PHYSICAL
DETERIORATION.

IF POSSIBLE, NO GRUBBING SHOULD BE DONE WITHIN 30" OF AN
ACTIVE WATERCOURSE.

AGGREGATES PLACED IN STREAMS SHOULD CONTAIN A MINIMUM OF FINES.
AS A GENERAL RULE FOR DAMS IN SMALL STREAMS, AT LEAST 50% OF
STONE SHOULD BE 6" DIAMETER OR LARGER. 3” OR LARGER STONE SHALL
BE USED FOR LINING STREAM BOTTOMS WHERE LINING IS REQUIRED.

ALL TEMPORARY EROSION CONTROL FACILITIES SHOULD BE REMOVED

BY THE CONTRACTOR AT THE COMPLETION OF CONSTRUCTION UNLESS
ORDERED BY THE ENGINEER TO BE LEFT IN PLACE. CARE SHALL BE
TAKEN DURING REMOVAL TO MINIMIZE SILTATION IN NEARBY DRAINAGE
COURSES.

SURFACE DISRUPTION IN ADVANCE OF CONSTRUCTION INCLUDING CLEARING, GRADING
OR SIGNIFICANT SOD REMOVAL SHALL BE LIMITED AS FOLLOWS, UNLESS PERMISSION
IS OTHERWISE OBTAINED FROM THE GOVERNING AGENCY.

A, WET WEATHER SEASON (MARCH, APRIL, MAY) — 5 DAYS PRIOR TO
BEGINNING ANY EARTH CHANGE ACTIVITY.

B. DRY WEATHER SEASON (JUNE, JULY, AUGUST, SEPTEMBER, OCTOBER,
NOVEMBER) — 10 DAYS PRIOR TO BEGINNING ANY EARTH CHANGE
ACTIVITY.

C. COLD WEATHER SEASON (DECEMBER, JANUARY, FEBRUARY) — 15 DAYS
PRIOR TO BEGINNING ANY EARTH CHANGE ACTIVITY.
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