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LIFTING HOLE
PLUG WITH GROUT

BRICK OR CONCRETE CRADLE
UNDER VALVE EXTENDING TO
SPRING LINE. VALVE TO
REST ON A MORTAR BED.

"J” BARS @ 6" O.C.
CIRCUMFERENTIAL
REINFORCEMENT

/ WATER MAIN

LIFTING HOLE
PLUG WITH GROUT

LIFTING HOLE
PLUG WITH

DETAIL
KEYWAY AT BASE

NOTES

HOLE FILLED IN WITH
BRICK AND MORTAR

SIDE VIEW

MANHOLE STEPS SHALL BE INSTALLED IN WELL WALL WHERE HEIGHT FROM
TOP OF PIPE TO TOP OF WELL EXCEEDS 5'-0".

PRECAST CONCRETE MANHOLE SECTIONS SHALL CONFORM TO ALL THE
REQUIREMENTS OF "SPECIFICATIONS FOR PRECAST REINFORCED CONCRETE
MANHOLE RISERS AND TOPS” ASTM C—478 WITH MODIFIED GROOVED
TONGUE JOINTS AND RUBBER GASKETS.

EACH SECTION SHALL HAVE NOT MORE THAN TWO HOLES FOR HANDLING
PURPOSES. THESE HOLES SHALL BE SATISFACTORILY PLUGGED WITH GROUT

AFTER INSTALLATION.
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